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SECTION A-A
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NOTES:

1. NEW PIPE CONNECTION TO EXISTING MANHOLE SHALL BE CORE DRILLED
AND INCLUDE A WATER STOP GASKET OR BOOT.

15" RADIUS
MINIMUM

SHAPE CHANNELS
TO HAVE SMOOTH
ROUND INVERT

STEP
(SEE BELOW)

SHELF TO BE SLOPED
1:12 TO CHANNELS

STEP
(SEE BELOW)

WRAP WITH PROPEX
200 ST FABRIC OR
APPROVED EQUAL

BUTL ROPE OR PL400 BETWEEN RINGS AND CASTINGS

MANHOLE COVER - NEENAH FOUNDRY CO. NO. R-1733
OR APPROVED EQUAL STAMPED "SANITARY" OR

"STORM SEWER" UNLESS SPECIFIED

2" ADJUSTING PLASTIC RING(S) 2" MIN 10" MAX

APPROVED CEMENT/AGGREGATE MIXTURE BETWEEN
LIFT-HOLES & INVERTS

ECCENTRIC CONE (NORTH STAR OR EQUAL) 8'-2# POST
FACING ALL MANHOLES NOT LOCATED IN STREETS

ALUMINUM OR REINFORCED POLYPROPYLENE MANHOLE STEPS
(A.S.T.M. C-478) - 16" O.C. OVER DOWNSTREAM OUTLET

RUBBER OR FLEXIBLE PLASTIC GASKETS & EXTERIOR JOINT
WRAP (INFI-SHIELD GATOR WRAP OR APPROVED EQUAL)

SHALL BE USED ON ALL PRE-CAST MANHOLE JOINTS.

REINFORCED CONCRETE MANHOLE SECTIONS
CONFORMING TO A.S.T.M. C-478 STANDARDS

POURED CONCRETE (3,000 P.S.I. MIN.) ALTERNATE: 6" PRECAST
BASE CONFORMING TO MnDOT STANDARD PLATE NO. 4011.

OPTIONAL PRECAST BASE AND INVERT POURED INTEGRAL TO
BOTTOM SECTION MAY BE USED

WATER STOP GASKET OR BOOT, TYP. (A.S.T.M. C-923)
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