
CONCRETE COLLAR
TO ENCASE STORM
SEWER PIPE

24" x 36" PRECAST
REINFORCED
CONCRETE

SLOPE BENCHES AT 2" PER
FOOT, USE PRE-PACKAGED
AIR ENTRAINED MORTAR
MEETING ASTMC 270 WITH
MINIMUM 8% AIR CONTENT
FOR ALL BENCHES AND RCP
PIPE CONNECTIONS

6" INTEGRAL OR PRECAST
REINFORCED CONCRETE
BASE (3.5'x4.5')

MECHANICALLY COMPACT 4" GRANULAR MATERIAL FOR
LEVELING (MnDOT 3149.2F, ORDINARY COMPACTION)

MINIMUM 2", MAXIMUM 10"
PLASTIC ADJUSTING
RINGS, AS REQUIRED

CASTING DETAIL - SEE NOTES

NOTES:

1. BARRIER STYLE CURB CASTING SHALL BE A NEENAH R-3067-V OR NEENAH R-3067-VB.

2. BARRIER STYLE CURB WITHIN BIKE FACILITY CASTING SHALL BE A NEENAH R-3067-L.

3. SURMOUNTABLE STYLE CURB CASTING SHALL BE A NEENAH R-3501-TR OR TL.

BACK OF CURB

BUTL ROPE OR PL400
BETWEEN RINGS AND
CASTINGS

RUBBERIZED BITUMASTIC
SEALER

15"
MAX.

5"

2' X 3' CATCH BASIN
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