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MIN 7" THICK

DISH FLOOR TO CENTER
OF FLAT TOP OPENING

ADJUST PLASTIC RING(S)
2" MINIMUM 10" MAXIMUM

WRAP THIS AREA WITH
PROPEX 200 ST FABRIC
OR APPROVED EQUAL

NOTES:

1. ECCENTRIC CONE SECTION MAY BE USED
ABOVE THE FLAT SLAB IN DEEP STRUCTURES
TO AVOID MORE THAN 4 ADJUSTING RINGS,
PROVIDED THE 86" FLAT SLAB TYPE II HAS A 48"
DIA. HOLE OPENING (MnDOT 4019E).

2. SPECIFICATIONS FOR CATCH BASIN, COVER
SLAB, MANHOLE SECTIONS, AND STEPS SHALL
CONFORM TO DETAIL S-5.

3. MANHOLE STEPS SHALL BE ALIGNED WITH
HOLE OPENING AFTER ADJUSTMENT FOR CURB
ALIGNMENT.

4. ALL CATCH BASINS AND/OR MANHOLES WITH
FLAT TOP SLABS MUST HAVE TERMINATING
MANHOLE SECTIONS.

5. SQUARE CASTINGS SHALL HAVE SQUARE
RINGS. THE FLAT TOP SHALL HAVE A SQUARE
OPENING.

FINISHED GRADE

RUBBER BITUMASTIC
SEALER

BUTYL ROPE OR PL400
BETWEEN RINGS AND
CASTINGS

8" POURED OR 6" PRECAST
CONCRETE BASE

6"

SUMP MANHOLE OR
CATCH BASIN
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