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NOTES:

1. 7'-6" BARREL WITH 6" EXTENSION KIT MAY BE USED IN LIEU OF 8'-0"
BARREL. ALL HYDRANTS SHALL BE MARKED WITH AN 8'2" SAFETY GREEN
CHANNEL POST 18" BEHIND HYDRANT.

2. MEGALUGS OR APPROVED EQUAL MUST BE USED FOR RESTRAINED
JOINTS.

3. COR-BLUE OR STAINLESS STEEL BOLTS SHALL BE USED ON ALL FITTINGS.

4. TRACER WIRE AND APPROVED TERMINATION/ACCESS BOX IS REQUIRED
ON OR NEAR HYDRANT FOR PLASTIC WATERMAIN.

5. OFF-ROAD G.V. SHALL BE MARKED WITH AN 8'-2" SAFETY GREEN CHANNEL
POST 18" BEHIND VALVE.

6. ALL HYDRANTS SHALL BE PAINED "FIRE SAFETY RED" AFTER INSTALLATION
OR RELOCATION.

CENTERLINE OF WATERMIAN

TEE3

CROWN OF STREET

FUTURE OR EXISTING
CONCRETE OR BLACKTOP

MOUNTABLE CURB

VALVE BOX
POSITIONER/ADAPTER

6" GATE VALVE
POLYETHYLENE PLASTIC
WRAPPED

VALVE BOX

2 MECHANICAL
JOINTS

FINISHED
GRADE

TOP TO BE ADJUSTED TO
1/4" PER FOOT ABOVE
TOP OF CURB

VARIES-DEPENDS ON FUTURE OR
EXISTING CURB WIDTHS. DISTANCE TO BE
OBTAINED FROM THE ENGINEER IF NOT
SHOWN ON THE PLANS.

TRAFFIC FLANGE 2"
ABOVE GROUND

HYDRANT

COVER WITH TWO
(2) LAYERS OF

GEOTEXTILE
FABRIC

4 CU. FT. OF 2000 LB CONCRETE
THRUST BLOCK

1/3 CU. YD.
GRAVEL 3/4"

TYPICAL HYDRANT DETAIL
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