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NOTES:

1. ALL OFF ROAD, AIR RELIEF AND VALVED MANHOLES SHALL BE MARKED WITH
AN 8' - 2 LB. SAFETY GREEN CHANNEL POST.

2. MANHOLE FRAME - NEENAH R-1740-B OR EQUAL WITH CENTER PICK HOLE
AND STAMPED WATER. USE 2 OR 3 36" ADJUSTING RINGS

WATERMAIN

COMPACTED
GRANULAR FILL

CONCRETE FOOTING
POURED IN PLACE

MASTIC

UNION
COUPLING

2" VENT
PIPE STEEL
GALVANIZED

RUBBER BOOT

2" VENT PIPE

48" DIA.

METAL
SCREENING

ARI D-040 2"
VALVE CHECK

W/ SCREEN

2" CURB STOP WITH
EXTENSION ROD

SEE DETAIL

2" CORPORATION
TAB

4" DOOR PULL

2" STYROFOAM
INSULATION26 GAUGE

ALUMINUM

BOLT ALUMINUM
THRU INSULATION

PRECAST MANHOLE
TOP SLAP - CRETEX

TYPE II OR EQUAL

SEE
EXTENSION
MOUNT
DETAIL

CLIP ANGLE 4X3 X 3/8
X 1'-3" (ATTACH W/2
3/4" EXP. ANCHORS)

VALVE STEM
EXTENSION

3/8" Ø U-BOLT W/
DOUBLE NUTS

DRILL 3/4" HOLE
THRU COVER

3/8" X 4 MB(3)

ALUMINUM MANHOLE STEPS -
EMBEDDED PORTION DIPPED IN
COAL TAR - MODERN METALS
A-12 OR EQUAL - 16" O.C.

1" 3" 2-
3/

4"

AIR RELIEF MANHOLE
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