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NOTES:

1. WALL COURSES SHALL BE LAID LEVEL.

2. TAPER OR ROUND OF ENDS OF WALLS AS DIRECTED BY ENGINEER.

3. WALLS TALLER THAN 4' HEIGHT (INCLUDING BURIED HEIGHT) REQUIRE A
PERMIT & SHALL BE A LARGE BLOCK PRECAST WALL SYSTEM SIGNED BY A
PROFESSIONAL ENGINEER.

4. PAYMENT FOR MODULAR BLOCK RETAINING WALL BY SQ. FT. INCLUDES ALL
LABOR, EQUIPMENT, AND MATERIALS NECESSARY TO CONSTRUCT WALL
INCLUDING, BUT NOT LIMITED TO FABRIC, DRAINAGE AGGREGATE, LEVELING
PAD, AND BLOCK.

5. CONTRACTOR TO SUBMIT:
-  MODULAR BLOCK SUPPLIER FROM MNDOT APPROVED PRODUCTS LIST
-  COLOR/SAMPLES

1' (MIN.) BITUMINOUS PAVEMENT (2" LIFT)
WHEN ADJACENT TO PAVEMENT,
OTHERWISE SEED.

6" TOPSOIL & SEED

6" AGGREGATE BASE CL. 5

GEOTEXTILE FABRIC
MNDOT 3733 TYPE 1

6" AGGREGATE BASE CL. 5

ONE COURSE SHALL BE PLACED
BELOW FINISHED GRADE

FINISHED GRADE

COMPACTED SUBGRADE
6" (TYP)

CONCRETE WALK,
BITUMINOUS TRAIL,
OR CURB & GUTTER DRAINAGE SYSTEM

CAP BLOCK (IF NEEDED)

4'
 M

AX
.

1'

< 4'

DRAINAGE AGGREGATE: 3/8"
CLEAR CRUSHED ROCK BACKFILL

MODULAR BLOCK
RETAINING WALL
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