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NO. 4 EPOXY-COATED REINFORCING RODS (3)
CONTINUOUS IN CROSS SECTION FROM EXPANSION
JOINT TO EXPANSION JOINT.

MINIMUM LAP SPLICE LENGTH FOR REBAR SHALL BE 35".

3 3/4" PER FT.
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32" (TYP.)

SECTION A-A

NOTES:
@ CONCRETE VALLEY GUTTER SHALL BE 7" THICK OVER 8" AGGREGATE BASE @ FIRST PANEL BEYOND CURB RETURN SHALL TRANSITION FROM B618 TO
CLASS 5. SURMOUNTABLE CURB, WHERE APPLICABLE (8' MAX.).

@ PROVIDE 1/2" PREFORMED EXPANSION JOINT PER AASHTO M213 WHERE @ IF ROADWAY PAVEMENT IS DAMAGED DURING CONSTRUCTION, SAWCUT AND
REMOVE AN 24" STRIP OF STREET ADJACENT TO NEW VALLEY GUTTER AND

CONCRETE AREAS ARE POURED SEPARATELY.
CURB. PATCH WITH TYPE SP9.5 WEARING COURSE MIX (SPWEA340B), PLACED
@ CONCRETE CURB SHALL CONFORM TO EDEN PRAIRIE STANDARD PLATE R-9. IN MULTIPLE LIFTS (2" MAX.), TO MATCH EXISTING PAVEMENT THICKNESS.

(4) SEAL CONCRETE WITH W.R. MEADOWS 2255 WHITE.
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