
TYPICAL MINIMUM
ROADWAY SECTION

1.5" SPWEA240C
2" SPNWB230C
8" CLASS 5 AGGREGATE BASE
(100% CRUSHED QUARRY ROCK)*

RESIDENTIAL 1,4,5,6 50 28 AS REQUIRED
MINIMUM 150
FEET WITHIN

INTERSECTIONS

ROAD TYPE RIGHT-OF-WAY
(FEET)

ROADWAY WIDTH
BACK-BACK

(FEET)

5' X 5" SIDEWALK
AND/OR

8' BITUMINOUS TRAIL
ENTRANCE
SPACING

COLLECTOR 4,5,6

INDUSTRIAL 4,5,6

COMMERCIAL 4,5,6

DIVIDED 4,5,6

ROADWAY

60

70-100

100 2

110 2

32

37-52

52

2@28 3

AS REQUIRED

AS REQUIRED

BOTH SIDES

BOTH SIDES

MINIMUM 150
FEET WITHIN

INTERSECTIONS

MINIMUM 150
FEET WITHIN

INTERSECTIONS

MINIMUM 600 FEET
BETWEEN FULL
INTERSECTIONS

MINIMUM 600 FEET
BETWEEN FULL
INTERSECTIONS

1.5" SPWEA__40C
2" SPNWB__30C
10" CLASS 5 AGGREGATE BASE
(100% CRUSHED QUARRY ROCK)*

2" SPWEA__40C
4" SPNWB__30C
10" CLASS 5 AGGREGATE BASE
(100% CRUSHED QUARRY ROCK)*

2" SPWEA__40C
4" SPNWB__30C
10" CLASS 5 AGGREGATE BASE
(100% CRUSHED QUARRY ROCK)*

3" SPWEA__40C
3" SPNWB__30C
4" SPNWB__30C
12" CLASS 5 AGGREGATE BASE
(100% CRUSHED QUARRY ROCK)*

1. CUL-DE-SAC REQUIREMENTS, RIGHT-OF-WAY RADIUS 50 FEET,
ROADWAY RADIUS 39 FEET TO BACK OF CURB

2. AT MAJOR INTERSECTIONS INCREASE TO 120 FEET

3. FOUR LANE DIVIDED WITH 18 FEET MEDIAN

4. FINAL DESIGN DEPENDENT UPON TRAFFIC VOLUME AND SOIL
CONDITIONS

5. AFTER 1 FREEZE - THAW CYCLE OR SECOND YEAR OR CITY
ENGINEER'S APPROVAL

6. TO BE DETERMINED BY PAVEMENT DESIGN

GENERAL SPECIFICATIONS

MNDOT 2360 SPECIFICATIONS SHALL APPLY

MAXIMUM GRADE = 8.0%; MINIMUM GRADE = 0.5%

RADIUS ON CURB RETURNS MINIMUM 20'

RECYCLED CL.5 MAY BE USED WITH THE CITY ENGINEER'S APPROVAL
AND IN ACCORDANCE WITH CITY SPECIFICATIONS

MINIMUM ROADWAY STANDARDS BY ROAD TYPE

*

MINIMUM ROADWAY
STANDARDS
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